
FAST DRYING TIME - HIGH COVERAGE - VERY GOOD ADHESION
ALLOWS CALLIGRAPHY AS WELL AS REALISTIC MARBLE EFFECT
ACRYLIC-SOLVENT BASE - EASY TO USE - ADJUSTABLE NOZZLE

PRODUCT INFORMATION

MONTANA MARBLE 400ML
HIGH-COVERING SPRAY PAINT FOR A DECEIVINGLY REALISTIC MARBLE EFFECT

***** 
MADE IN 

GERMANY
HIGH QUALITY 

PRODUCTS 



 GENERAL  INFOR MAT ION :                      

 product name Montana MARBLE Effect 400ML

 color assortment Silver (EMSilver), White (EM9100), Black (EM9000)

 gloss level matt finish

 coverage very good

 applicable on almost any surface

 valve system Medium-pressure

 made in Germany        

 L AC QUER :                      

 lacquer base Acrylic-solvent base

 paint over When fully dry and cured (after 24hours), with Montana GOLD, BLACK or WHITE (Nitro-Combi  
 or Acrylic lacquers). Can also be applied over Montana ACRYLIC paint.

 drying time 200C Dust dry after approx. 5 min. Touch dry after approx. 30 min. Fully cured after 24hours 
 Drying time depends on temperature, humidity and thickness of coating.

 temperature-resistant Heat resistant up to 80°C

 processing temperature Recommended working temperature is between +10°C und +25°C. Humidity max. 60%.

 durability of  ingredients 10 years (depending on substrate, grounding and exposure to environmental conditions)

 SAFETY:                      

 safety conforms to ASTM D-4236 

 manufacturer‘s certificates ISO 14001:2004, ISO 9001:2008, ISO 14001:2004  

 PAC KAG ING /  LABEL ING :                                             

 container dimension diameter: 65mm / height: 172mm (without cap)

 identification marking Extremely flammable, irritant

 content/ weight 400ml/ 288g/ NET / 10 OZ.

 RECOMMENDED  ACCESSOR IES :                                             

 spray caps Montana Calligraphy Cap  

 protection Montana Nylon Gloves, Latex Gloves, Respirator mask
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 GENERAL  INFOR MAT ION :                      

 range of applications Marble Effect for objects like picture frames, canvas, furniture etc.    

  

 APPL IC AT ION  NOTES :                      

- Shake can well for 2-3 minutes!

- Apply MARBLE Effect at a distance of min. 20cm from substrate. Increase distance for a more organic marble structure

- To achieve realistic marble effects, cock your wrist while applying. Can also be applied in traditional horizontal and  

  vertical strokes for spider web like effects

- Applicable to wood, metal, glass, ceramic, porcelain, paper, stone and paintable plastics

- Seal with Montana Varnish for further protection against UV exposure and elements such as rain etc.  

   MARBLE Effect must be totally cured (after 24 hours) before sealing

- Can be over painted when fully dry and cured (after 24hours), with Montana GOLD, BLACK or WHITE  

  (Nitro-Combi or Acrylic lacquers). Can also be applied over Montana ACRYLIC paint

EMSILVER Silver 

EM9000 Black

EM9100 White
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